




8.500-8.750GHz Microwave Antenna Specification 

Dual    WTG32—85S  3.2  46.3  46.4 46.5 0.8 1.10 1.07 70 40  30  

 

Note：  

The use of radome on antenna may slightly impact gain and maximum antenna VSWR. Gain attenuation 

is 0.2dB and add to antenna VSWR 0.05. 

Integrated Antenna 
General Specifications 
The entire antennas are single polarized feeder.  

Feeders are available in two basic types:(1) Front 

 feed waveguide feeder, input flange PDR84.  

(2)Front feed coaxial feeder，input flange N type or SMA  

Standard antennas have no shield，high performance 

 antennas have shield and radome.  
The entire mounting s are hanger mounting, and mounting pipe diameter is Φ114 

Gain(dBi)  VSWR Type  Dia. 

m  Low Mid High 

3 dB 

BW

（°）

Waveguide Coaxial

F/B 

Ratio 

dB 

Isolation 

dB  

XPD dB  

Standard antenna 

WTB06-85D  0.6  31.5  31.7  31.8  4.1 1.20  1.20 42 --  30  

WTB12-85D  1.2  37.6  37.7  37.8  2.0 1.10  1.20 49 --  30  

High performance antenna 

WTG06-85D  0.6  31.9  32.1  32.2  4.1 1.20  1.20 52 --  30  

WTG12-85D  1.2  38.0  38.1  38.2  2.0 1.10  1.20 60 --  30  
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	Note: If radome is made of fiberglass, then gain attenuation
	Integrated Antenna


